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ABSTRACT

Analyzing and optimizing carrier behaviors are essential to achieve high electroluminescence performance in perovskite light-emitting diodes
(PeLEDs). In this work, a capacitance–voltage (C–V) model for PeLEDs is established to describe carrier behaviors. Four distinct regions in
this typical C–V model, including a neutrality region, a barrier region, a carrier diffusion region, and a carrier recombination region, were
analyzed. Importantly, the C–V model is implemented to guide the electroluminescence (EL) performance improvement in PeLEDs. By
studying the measured C–V characteristics of a typical PeLED, issues of a high hole injection barrier and insufficient recombination are
revealed. To address them, one MoO3 interface layer with deep conduction band minimum is designed between a hole transport layer and a
hole injection layer to enhance the hole injection. The C–V characteristics for the optimized PeLED confirm the reduced injection barrier
and strengthened recombination rate. The optimized PeLED shows an improved external quantum efficiency from 8.34% to 15.82%. The
C–V model helps us to quantitatively understand the essential carrier behaviors in PeLEDs and can serve as an efficient method to improve
the EL performance of PeLEDs.

Published under an exclusive license by AIP Publishing. https://doi.org/10.1063/5.0088231

Recently, perovskite light-emitting diodes (PeLEDs) have devel-
oped rapidly and attracted worldwide attention. Due to their excellent
optical properties such as an easily tunable bandgap and narrow-band
emissions, PeLEDs show potential in lighting and display fields.1–4

The basic carrier behaviors of PeLEDs include carrier injection, trans-
portation, and recombination.5,6 To improve the electroluminescence
(EL) performance of PeLEDs, analyzing and optimizing carrier behav-
iors (e.g., enhancing the rate of carrier injection, transporting, and
recombination) are widely implemented strategies.7–10

However, some mechanisms for essential carrier behaviors in
PeLEDs are not very clear. For instance, quantitative evaluation of car-
rier accumulation is difficult. Meanwhile, a detailed analysis of carrier
injection and transport is arduous. Since carrier behaviors directly
dominate the EL performance, further understanding of them

becomes a vital issue for the optimization of PeLEDs.11 Impedance
spectroscopy is a powerful method to characterize electrical properties
of materials and their interfaces.12–15 As a key parameter of impedance
spectroscopy, a capacitance–voltage (C–V) characteristic can quantita-
tively measure the change of space charges in devices and describe car-
rier behaviors, indicating an efficient method to help understanding
carrier behaviors and further improving EL performance.16–18 C–V
analysis has been implemented in some semiconductor devices.19–21

However, for PeLEDs, related modeling and further measurement of
C–V characteristics are lacking, which limit their further application.

In this work, a C–V model for PeLEDs is established to connect
capacitances with carrier behaviors. First, the four distinct regions of
the C–Vmodel, including a neutrality region, a barrier region, a carrier
diffusion region, and a carrier recombination region, were analyzed.

Appl. Phys. Lett. 120, 243501 (2022); doi: 10.1063/5.0088231 120, 243501-1

Published under an exclusive license by AIP Publishing

Applied Physics Letters ARTICLE scitation.org/journal/apl

 30 June 2023 04:53:54

https://doi.org/10.1063/5.0088231
https://doi.org/10.1063/5.0088231
https://www.scitation.org/action/showCitFormats?type=show&doi=10.1063/5.0088231
http://crossmark.crossref.org/dialog/?doi=10.1063/5.0088231&domain=pdf&date_stamp=2022-06-13
https://orcid.org/0000-0002-2840-1880
https://orcid.org/0000-0003-0443-6955
mailto:wudan@sztu.edu.cn
mailto:chchoy@eee.hku.hk
mailto:wangk@sustech.edu.cn
https://doi.org/10.1063/5.0088231
https://scitation.org/journal/apl


Then, carrier behaviors in PeLEDs, including carrier injection, trans-
portation, and recombination, are clearly analyzed by the model.
Furthermore, the C–V model is implemented to guide the optimiza-
tions of EL performance in PeLEDs. By studying the measured C–V
characteristics of a typical PeLED, we show the issues of the high hole
injection barrier and insufficient recombination. In order to address
them, one MoO3 interface layer with deep conduction band minimum
is designed between the hole injection layer (HIL) and hole transport
layer (HTL) to enhance the hole injection. The C–V characteristics of
the optimized PeLED confirm the reduced injection barrier, enhanced
hole injection, and strengthened recombination. As a result, the opti-
mized PeLED shows an improved external quantum efficiency (EQE)
from 8.34% to 15.82%, indicating the C–V characteristics can be an
efficient method to evaluate the carrier behaviors and to improve the
EL performance of PeLEDs.

A standard PeLED is first investigated to find its C–V character-
istics. As shown in Fig. 1(a), the typical PeLED is structured as anode/
hole injection layer (HIL)/hole transport layer (HTL)/perovskite/
electron transport layer (ETL)/cathode. With sufficient forward bias,
electrons are injected from the cathode into the conduction band (CB)
of perovskite nanocrystals (NCs), while holes are injected from the
anode into the valence band (VB) of perovskite NCs, followed by radi-
ative recombination inside the perovskite layer. For this standard
PeLED, its capacitance can be defined as C ¼ dQ/dV, where dV is a
small change in voltage and dQ is the corresponding quantity changes
of charge in the device.

For C–V characteristics measurement, a small alternating current
(AC) signal with an amplitude of 500mV and a modulation frequency
of 1 KHz is applied. This frequency is lower than the response fre-
quency of carriers. (The order of magnitude for the transport and
recombination time of carriers are ls,9,11 corresponding to the
response frequency of MHz.) Therefore, it can confirm that all carriers
have enough time to response the signal changes and reveal the capaci-
tance changes in detail.

Assuming that the emission of this PeLED is strong enough, and
the injection barrier is relatively low, then an ideal C–V curve can be
described in Fig. 1(b). There are four regions which can be divided.
For region 1, when the applied voltage is close to 0V, carriers that are
injected into the PeLED can be ignored, and the capacitance C1 of the

PeLED can be regarded as its geometric capacitance C1, which is calcu-
lated by

1
C1
¼ 1

e0S
dETL
eETL
þ dPerovskite

ePerovskite
þ dHTL

eHTL
þ dHIL

eHIL

� �
; (1)

where e, S, and d are the relative permittivity, area, and thickness for
each layer, respectively, and e0 is the permittivity of vacuum (supple-
mentary material, Note 1). In this case, the capacitance of PeLEDs is a
constant value.

In regions 2–4, carriers are injected into the PeLED with the
increase in the applied voltage. Under forward voltage, carriers are
injected into the device, and the hole/electron concentration in the
HTL/ETL becomes higher. Therefore, the HTL and ETL in PeLEDs
trend to become a p-region and an n-region. In this case, the basic
equation to describe the capacitance C of the PeLED is given as

C ¼ dQ
dV
¼

dQin þ dQtrap � dQr

dV
; (2)

whereQin,Qtrap, andQr are the total charge quantity of injected carriers,
trapped carriers, and recombined (including radiative and nonradiative
components) carriers due to the small AC signal, respectively.

For region 2, the applied voltage is relatively small. Since there
are energy barriers between two different materials (e.g., barriers
between the HIL/HTL interfaces), it is difficult for injected carriers to
overcome them. Therefore, in region 2, carriers will be accumulated at
the interface between two materials, and the corresponding capaci-
tance C2 of PeLEDs can be regarded as its barrier capacitance

C2 ¼ S

���� dQdV
���� ¼ S

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
ere0qNp HILNn

2ðNp HIL þ NnÞðVD � VÞ

s
; (3)

where q is the charge quantity, Np_HIL is the hole concentration in the
HIL, Nn is the electron concentration in the ETL, and VD is the built-
in voltage, which is determined by the energy levels of the materials
and the work function of the electrodes (supplementary material, Note
2). In this region, with the injection of carriers, carriers accumulated in
the device are slowly increased. Therefore, C2 shows a slight rise with
the increase in the applied voltage.

FIG. 1. (a) Schematic of the PeLED structure. (b) Typical C–V curve of a PeLED.

Applied Physics Letters ARTICLE scitation.org/journal/apl

Appl. Phys. Lett. 120, 243501 (2022); doi: 10.1063/5.0088231 120, 243501-2

Published under an exclusive license by AIP Publishing

 30 June 2023 04:53:54

https://www.scitation.org/doi/suppl/10.1063/5.0088231
https://www.scitation.org/doi/suppl/10.1063/5.0088231
https://www.scitation.org/doi/suppl/10.1063/5.0088231
https://scitation.org/journal/apl


Once the applied voltage is high enough, Eq. (3) will be inva-
lid, and the C–V curve needs to be analyzed in region 3. Here, the
increase in voltage helps more and more carriers overcome energy
barriers in the device and leads to the carrier diffusion and trans-
port in PeLEDs. Capacitance C3 of PeLEDs can be regarded as the
diffusion capacitance

C3 ¼ S
dQtotal

dV
¼ dðQn þ QpÞ

dV

¼ Sq2
np0ðLn þ LperovskiteÞ þ pn0Lp
� �

k0T
exp

�
qðV � VDÞ

k0T

�
; (4)

where pn0 is the hole concentration in the ETL and np0 is the electron
concentration in the HTL. Ln and Lp are the length of the ETL and
HTL, respectively, and Lperovskite is the length of the perovskite layer. k0
is the Boltzmann constant, and T is the temperature (supplementary
material, Note 3). In this case, the carrier is injected into the transport
layer and transported to the perovskite layer mainly by carrier diffu-
sion. The rise rate of C3 presents the carrier transporting capability.
Importantly, for PeLEDs, majority carriers are believed to be injected
first, and then minority carriers are injected and recombined with
majority carriers. Therefore, C3 describes the strong influence of
majority carriers transported on capacitance, followed by the signifi-
cant injection of minority carriers and recombination in region 4.

For region 4, the applied voltage reaches the turn-on voltage of
PeLEDs, and minority carriers are injected into the perovskite layer
and recombined with majority carriers. According to the definition,
carrier recombination and consumption happen since the start point
of region 4, while charges keep being accumulated during region 3.
Therefore, the maximal rate of charge increase will exist at the start
point of region 4. Based on Eq. (1), a peak capacitance value Cp will,
hence, occur at the start point of region 4. Meanwhile, the start points
of region 4 correspond to the turn-on voltage of PeLEDs. (Here, the
turn-on voltage is defined as the applied voltage when the recombina-
tion begins.) Therefore, the corresponding voltage of the location of Cp

should be the turn-on voltage of PeLEDs. Furthermore, capacitance
tendency in region 4 simultaneously depends on the charge injection
and consumption. To better analyze this issue, Cr is defined here as the
capacitance change due to recombination (including radiative and
nonradiative components)

Cr ¼
dQr

dV
: (5)

Cr can be calculated according to the optical power spectrum and
external quantum efficiency (EQE)

Cr ¼
Aq
h

@
gextractionginjection

EQEðVÞ

ðk2

k1

Pðk;VÞ
tðkÞ dk

" #

@V
; (6)

where P(k, V) is the light power, h is the Planck constant, gextraction is
the extraction efficiency, ginjection is the injection efficiency, v(k) is the
frequency of light with wavelength k, and A is a constant (supplemen-
tary material, Note 4). Then, capacitance C4 of PeLEDs can be
regarded as the summation of the diffusion capacitance Cd (for charges
injected and accumulation) and Cr by

C4 ¼ Cd � Cr: (7)

According to the definition of Cd, it has the similar expression
like Eq. (4), and C4 can be further described in detail by

C4 ¼ Sq2
np0ðLn þ LperovskiteÞ þ pn0Lp

k0T
exp

qðV � VDÞ
k0T

� 	

� Ae
h

@
gextractionginjection

EQEðVÞ

ðk2

k1

Pðk;VÞ
htðkÞ dk

" #

@V
: (8)

Based on Eq. (7), it can be easily found the increment part (C3)
and decrement part (Cr) jointly control the position and magnitude of
Cp as well as the capacitance tendency in region 4. For PeLEDs with a
relative high injection barrier and low mobility of the transport layer,
they will have relatively weak emission and high turn-on voltage. In
this case, charge accumulation at the barrier and slow transport rate
leads to relatively high value C3 and low value Cr. Therefore, Cp will be
high and C4 would continue increasing due to C3 > Cr. In contrast,
PeLEDs with the lower injection barrier and enhanced carrier injection
show lower Cp as well as decreased C4. Furthermore, once the emission
of the PeLED is strong enough, C4 even can be a negative value due to
Cr> C3.

Based on discussions about C–Vmodels, we find that the low fre-
quency C–V analysis can be an effective strategy to evaluate EL perfor-
mance (e.g., injection barrier, injection rate, and emission). Therefore,
it was implemented here to guide the design and optimization of the
PeLEDs to improve their EL performance.

First, a typical PeLEDwas fabricated and analyzed here. The device
structure is demonstrated in Fig. 2. The typical PeLED was fabricated
using the FAPb0.7Sn0.3Br3 perovskite nanocrystal22 (20nm) with the
device structure of indium tin oxide (ITO, 80nm)/poly (3, 4-ethylene-
dioxythiophene): poly (styrenesulfonate) (PEDOT: PSS, 40nm)/poly(9-
vinlycarbazole) (PVK, 30nm)/FAPb0.7Sn0.3Br3 perovskite (20nm)/
1,3,5-Tris (1-phenyl-1H-benzimidazol-2-yl)benzene (TPBi, 40nm)/
lithium fluoride (LiF, 1nm)/Al (100nm).

To verify the C–V modeling and evaluate the EL performance of
this typical PeLED, the C–V and L–V characteristics of as-fabricated
PeLEDs were measured first. As shown in Fig. 3, the C–V curve shows
relatively good agreement with our model before its peak capacitance.
When the applied voltage is small (<0.5V), there are only few carriers
injected into the device, so the capacitance is almost a constant. The
measured capacitance of this PeLED was 1.58 nF, while the calculated
result based on Eq. (1) was 1.55 nF. With the increase in the applied
voltage (0.5–2 V), majority carriers are slightly injected into the device,
and the capacitance keeps increasing slowly, which corresponds to
region 2 [barrier capacitance, described in Eq. (3)]. During the higher
applied voltage (2–3.9V), the capacitance shows a rapid increase due
to the strong injection of majority carriers, which corresponds to
region 3. This process is described in Eq. (4).

Then, a peak capacitance occurs at the turn-on voltage (the
applied voltage when the luminance of the device reaches 0.1 cd/m2)
of the PeLED (Vth ¼ 3.9V). Interestingly, after this peak capacitance,
the capacitance decreases from 3.9 to 4.75V, then it increases again.
These performances can be well explained by our C–Vmodeling.

During 3.9–4.75V, once the voltage reached 3.9V (turn-on volt-
age), carriers in the HTL and ETL are reduced because they are trans-
ported into the perovskite layer and start to be recombined. This
reduction of carriers in the HTL and ETL leads to the slower
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increase in C3. Meanwhile, high increase rate of recombination leads
to high Cr. According to Eq. (7), the capacitance will decrease from
3.9V. There is a trough at around 4.75V. After 4.75V, the capacitance
increases again. Two problems would lead to this result: (1) The
increase rate of recombination is low, so Cr was not high enough; (2)
the carrier accumulation in the device becomes serious so C3 shows
rapid growth.

For these PeLEDs, the injection of electrons is stronger than holes
due to the negligible electron injection barrier and high mobility of the
ETL (around 10�4 cm2/(Vs). As discussed above, the measured C–V
curve not only certifies our modeling but also reveals the key issues in
this device: a high hole injection barrier between PEDOT:PSS and
PVK (0.7 eV) and a low hole mobility of PVK [10�6 cm2/(Vs)] lead to
relatively low hole injection rate. Therefore, the increase rate of recom-
bination in the perovskite layer is relatively weak, and Qr is low.

On the contrary, under high applied voltage, uncombined carriers
continually accumulate at the interface between the perovskite layer
and transport layers. As described in Eq. (2), Qin as well as Qtrap kept
increasing, and Qr kept at a low level. Therefore, after 4.75V, the
capacitance increased again.

Based on issues presented by the C–V curve, the optimization for
this device should include two parts: (1) The hole injection barrier
needs to be reduced, so that the hole injection will be enhanced, and
the accumulation of holes at the interface will be reduced; and (2) the
hole concentration in HTL needs to be increased, then the hole and
electron in the device can be more balanced (confirmed in Fig. S5),
and the rate of radiation recombination will be increased. An optimi-
zation strategy is proposed as shown in Fig. 4(a). One MoO3 interface
layer is designed between PEDOT:PSS and PVK (the optimized thick-
ness of MoO3 was determined as 1.5 nm, analyzed in Fig. S2). Due to
the deep conduction band minimum (CBM) of MoO3 (�6.7 eV),
some electrons in PVK are transferred to MoO3 and trapped here.
Every transported electron in MoO3 has a corresponding hole in
PEDOT:PSS or PVK, and electric dipoles are, thus, formed at the
interfaces due to the electron-hole pairs, which leads to a stronger elec-
trical field at PEDOT:PSS/MoO3 and PVK/MoO3 interfaces. This
interfacial electrical field facilitates holes transporting from the HIL to
HTL. Meanwhile, due to the transfer of electrons, hole concentrations
in PVK will increase, which further facilitate the transport of holes to
the perovskite layer. Moreover, the modification of MoO3 on
PEDOT:PSS dramatically reduces the hole injection barrier between
PEDOT:PSS and PVK. Therefore, the designed MoO3 interface layer
enhances the hole injection, increases the hole concentration in PVK as
well as PEDOT:PSS, and reduces the hole injection barrier. Aside from
this, other materials (e.g., HAT-CN) with deep CBM (or LUMO) can
also enhance hole injection like MoO3.

C–V curves of PeLEDs are shown in Fig. 4(b), where the red/
black curve represents the PeLED with/without MoO3, respectively.
Under a very small voltage (<0.5V), the geometric capacitances of
two devices are almost same. As described in Eq. (1), this capacitance
value is depended on materials themselves. The introduction of the

FIG. 2. (a) Device structure of a typical PeLED. (b) Energy levels of the as-fabricated LED.

FIG. 3. C–V and luminance vs voltage (L–V) characteristics of the as-fabricated
PeLED.
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MoO3 interface layer does not bring significant difference in geometric
capacitances due to its extremely thin thickness. When the voltage is
higher than 0.5V, both of two devices show increasing capacitance.
Particularly, the red curve rises faster than the black curve. As
described in Eqs. (3) and (4), carriers are injected in devices, and a
larger number of injected carriers lead to the faster rise rate. Since
there are the same device structure for electron injection, the electron
injection with and without MoO3 keep unchanged. Therefore, faster
rise of the red curve can only be explained by the enhanced hole injec-
tion. Meanwhile, the Cp of the red curve (�2.85V) is obviously lower
than that of the black curve (�3.85V). Also, the voltage corresponding
to Cp of the red curve (�2.42 nF) is lower than that of the black curve
(�2.50 nF). As discussed in Eqs. (7) and (8), this lower Cp and the cor-
responding voltage in the red line indicate the lower hole injection bar-
rier and stronger recombination rate. After the Cp, the black curve
drops and then rises again due to the serious accumulation of carriers
(Fig. S4). However, the red curve keeps declining, and finally, its
capacitance becomes a negative value. According to Eq. (7), this nega-
tive capacitance indicates a relatively low C3 and high Cr. In detail, rel-
atively low C3 means MoO3 alleviate the hole accumulation at the

PEDOT:PSS/PVK interface. While relatively high Cr means MoO3

help enhancing the hole injection, realizing stronger recombination in
perovskites.

EL performance of devices further confirms the analysis of
C–V curves. Figure 4(c) shows the current density–voltage and
luminance– voltage characteristics. The MoO3 based PeLED shows
much higher current density (triple times increase at 8 V), and the
maximum luminance increases from 5129 to 13610 cd/m2, show-
ing a 2.65 times improvement. Meanwhile, the turn on voltage
(Von) decreased from 3.8 to 2.8 V due to the reduced hole injection
barrier and improved hole injection. As demonstrated in Fig. 4(d),
with the implementation of the MoO3 interface layer, the EQE
increases from 8.34% to 15.82%. The PL, EL spectra of the pro-
posed PeLEDs are shown in Fig. S3. In addition, the T50 operation
lifetime is also improved from 8.39 to 16.02 min, showing the bet-
ter stability (Fig. S1). As analyzed by C–V curves, these improve-
ments mainly attributed to the enhanced hole injection and
efficient recombination. Therefore, the optimization for PeLEDs
by introducing MoO3 has been theoretically predicted, analyzed,
and experimentally proved by the C–V analysis.

FIG. 4. (a) Energy levels of PeLEDs with the MoO3 interface layer, (b) C–V curves, (c) J–L–V curves, and (d) EQE curves of devices with and without the MoO3 interface
layer.
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In summary, a C–V model for PeLEDs is built to establish the
relationship between capacitances with carrier behaviors. The carrier
behaviors in PeLEDs, including carrier injection, transportation, and
recombination, are clearly analyzed by the model. Aside from that, the
C–V model is used to guide the optimizations of EL performance of
PeLEDs. The measured C–V characteristics of a typical PeLED show
the issues of the high hole injection barrier and insufficient recombina-
tion. For addressing these issues, a MoO3 interface layer is inserted
between the HTL and HIL to enhance the hole injection. The C–V
characteristics of the optimized PeLED confirm the reduced injection
barrier, enhanced hole injection, and strengthened recombination. As
a result, the optimized PeLED shows an improved EQE from 8.34% to
15.82%, indicating the C–V characteristics can serve as an efficient
method to evaluate the carrier behaviors and improve the EL perfor-
mance of PeLEDs.

See the supplementary material for more details of experimental
procedures and other information.
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